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HYDRAULIC CLAMSHELL GRAB
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Zg/\d & Description:

(/ Electro-Hydraulically operated grab, used for handling a
ATk High Quality wide range of loose materlals like c.oal, rock, iron ores,
spares & service availability Components gypsum, fly ash, logs, mill scale etc. It is the best and most
cost effective way to handle loose materials in yards and has

a lot of benefits over mechanical grabs

f Application:
Widely used in steel plants, sponge iron plants, thermal
Robust design Low self weight power plants, cement plants.

Technical Specification:

NN Capacity ranging from 1 Cu meter to 8 Cu meters with
m options to mount on EOT cranes,Gantry cranes, mobile
cranes and stationary base mounted cranes.
Highest closing force Extreme wear

and penetration resistant buckets



HYDRAULIC CLAMSHELL GRAB

SAMPLE GENERAL ARRANGEMENT DRAWING OF 5 CU M CLAM SHELL GRAB:

2570 (CLOSED LENGTH)

2200 (WIDTH)

3573 (OPEN LENGTH)

Please note that the above information is indicatory only. We customize our equipment as per the site condition
and customer requirement. Our Grabs are designed for its high strength, low empty weight and are guaranteed
to achieve high returns on investment and save valuable time.

Presently we are manufacturing different models of Hydraulic Clam Shell Grab of capacities:

1 Cu Meter 2 Cu Meter 3 Cu Meter 4 Cu Meter 5 Cu Meter 6 Cu Meter 7 Cu Meter 8 Cu Meter
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JAYPEE ENGG. & HYDRAULIC EQUIPMENT CO. LTD.

Regd. Office: 24, Strand Road, Kolkata-700 001, West Bengal, INDIA
Tel : 91-33-2230 5810/ 4093 Fax : 91-33-2230 7199

Office & Works: Chandannagar (Memonpur), Budge Budge Trunk Road,
Maheshtala, Kolkata - 700 139 West Bengal, INDIA
Tel : 91-33-2490 1414 / 5332 / 5333, 91-33-3293 2291 Fax : 91-33-2490 1313

E-mail: info@jehel.com Website: www.jehel.com




